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Torque Screwdriver Checker

DLC60CN-G: 2 - 60cN ｍ
DLC600CN-G：20 - 600cN ｍ

DLC-G
Series



Power USB port
（Type-C)

Communication USB port
（Type-C)

07.24.EN

Feature

Passed/failed judgment function

Once the upper and lower limits are registered, 
the result can be seen at a glance by the color of the display.

OK NG
85

88

Accuracy: ±1%+1digit

20 - 600

Model
Min.-Max.

Weight
[kg]

DLC60CN-G 2 - 60 0.02

1 Digit

0.2DLC600CN-G
0.9

Data memory
Statistical processing

Mode

Data output
Reset
Power supply

AC Adapter
Power consumption

Operating temperature

Display Black mask LCD (white, red, blue)

1000 Data
Number of samples, maximum, minimum, average

PEAK / RUN
USB connector (Type C) compatible serial communication
Manual/Auto (can be set between 0.1 and 5.0 seconds)

DC5V  1A

AC100 - 240V ± 10% 50/60Hz
5W or less

0 to 40℃ (no condensation)

Common Specifications
Direction Clockwise

仕様Specifications

DLC60CN-G

84
69

DLC600CN-G

70

30 4.
5

212
190

φ7

Standard Accessory: Bit x 1pc
                                    Hex socket bolt x 1pc,
                                    USB power cable (Type-C ⇔ Type-A )x 1pc
                                    Rubber cushion x 4 pcs

※AC Adapter is not included.
Optional Accessory: AC Adapter part No. BA-7
DLC are able to use only for torque screwdrivers.

Stopper
（Only for DLC60CN-G）

Model

60
6.

35
HE

X

Serial number

Model Composition

DLCTCL60CN DLC60CN-G

DLCTCL600CN DLC600CN-G

Applicable models
Calibration lever, wire, calibration plate, bolt x 8, 
weight hanger (1kg), scale pan (100g)

Calibration lever, wire, calibration plate, bolt x 8, 
weight hanger (1kg), scale pan (100g)

Calibration device for DLC model

Necessary if you want to calibrate the DLC yourself.

DLCTCL60CN
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Simple operation

Quick check, completed in seconds

Ideal for daily inspection before start-up inspection

[cN m]

2 - 60

Min.-Max.

0.2 - 6 0.002

1 Digit

0.02

[kgf cm]

2 - 50

Min.-Max.

02 - 5 0.002

1 Digit

0.02

[lbf in]


